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Tempory and permanent soil nails

GEWI steel %] 16 | 20 25 28 32 40 50 63,5
Steel grade BSt 500 S S 555/700
Anchorages
1 End anchorage Appr. Z-1.5-76 Appr. Z-1.5-149 | Appr. Z-1.5-2
2 Plate anchorage With reference to approval Z-1.5-76 Appr. Z-1.5-149 | Appr. Z-1.5-2
- Anchor nut
- Anchor plate axal 80x80 [ 90 x 90 [110 x 110J120 x 120]120 x 120|150 x 150]190 x 190 245 x 245
S 10 12 15 20 30 40 45 50
3 Domed plate anchorage see appendix 5 — —
Temporary soil nails
Spring basket spacer dxs| 20x15]|25x1,9] 32x2,4 40 x 3 48 x 3 63 x 3 75 x 3,6
Ll 210 225 235 280 285 285 285
min. D 65 70 80 100 100 125 125
Min. borehole diameter 56 60 65 68 72 80 90 110
Coupler splice Appr. Z-1.5-76 Appr. Z-1.5-149 | Appr. Z-1.5-2
Locking of coupler splice Appr. Z-1.5-76 Appr. Z-1.5-149 —
- with lock nuts
- with heat shrink sleeve Type CPSM CPSM CPSM CPSM CPSM
@ max/min 37/12 50/18 70/ 26 90/ 36 120/54
- with glue Quickly setting adhesive or adhesive tape
Permanent soil nails
Corrugated sheathing (PVC/ PE) S >1mm
@ ali|34,5/28]|42,5/35 50/ 44 56/49 | 65/57 | 80/71 100/91
Spacer
- Spring basket spacer dxs| 40x3 48 x 3 55x 3 63x3 | 75x3,6 | 90x 2,7 110x 3,2
L] 280 285 275 285 285 285 285
min. D[ 100 100 125 125 125 140 175
- Segment spacer L — — — 130
a — — — 10
Min. borehole diameter 55 63 70 76 85 100 120
Coupler splice Appr. Z-1.5-76 Appr. Z-1.5-149 [ Appr. Z-1.5-2
Locking of coupler splice
- Heat shrink sleeve Type CPSM CPSM CPSM
@ max/min 70/ 26 90/ 36 120/54

All measurements in mm
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Domed nut:
Bar diameter 1) 16 20 25 28 32
Hexagon alf 27 32 37 41 46
Height hq 33 35 38 48 57
Spherical collar D1 35 49 55 62 70
Radius R 19 25 28 32 36
Material C45+N G 42 CrMo4
(Material standard) (DIN EN 10083-2) (DIN EN 10293)
Domed plate:
Bar diameter %) 16 20 25 28 32
Dimensions * ala 120/120 150/150 200/200
Height h2 23 20 23 28 28
Plate thickness [ 5 8 10 10 12
Hole diameter D> 28 38 43 47 52
Material S235JR (St37-2)
(Material standard) (DIN EN 10025-2)
* Minimum dimensions
All measurements in mm
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Austria

DYWIDAG-SYSTEMS
INTERNATIONAL GMBH

Wagram 49

4061 Pasching/Linz, Austria

Phone +43-7229-61 04 90

Fax +43-7229-61 04 980

E-mail: alwag@dywidag-systems.com
www.alwag.com

DYWIDAG-SYSTEMS

INTERNATIONAL GMBH

Teichweg 9

5400 Hallein, Austria

Phone +43-6245-87 23 0

Fax +43-6245-87 23 08 0

E-mail: sekretariat@dywidag-systems.at
www.dywidag-systems.at

Belgium and Luxembourg
DYWIDAG-SYSTEMS
INTERNATIONAL N.V.
Industrieweg 25

3190 Boortmeerbeek, Belgium
Phone +32-16-60 77 60

Fax +32-16-60 77 66
E-mail: info@dywidag.be

France

DSI-Artéon

Avenue du Bicentenaire

Z| Dagneux-BP 50053

01122 Montluel Cedex, France
Phone +33-4-78 79 27 82
Fax +33-4-78 79 01 56
E-mail: dsi.france@dywidag.fr
www.dywidag-systems.fr

Germany

DYWIDAG-SYSTEMS
INTERNATIONAL GMBH
Schuetzenstrasse 20

14641 Nauen, Germany

Phone +49 3321 44 18 32

Fax +49 3321 44 18 18

E-mail: suspa@dywidag-systems.com

DYWIDAG-SYSTEMS
INTERNATIONAL GMBH
Max-Planck-Ring 1

40764 Langenfeld, Germany

Phone +49 217379020

Fax +49 2173 79 02 20

E-mail: suspa@dywidag-systems.com
www.suspa-dsi.de

DYWIDAG-SYSTEMS
INTERNATIONAL GMBH
Germanenstrasse 8

86343 Koenigsbrunn, Germany
Phone +49 8231 96 07 0

Fax +49 8231 96 07 40

E-mail: suspa@dywidag-systems.com

DYWIDAG-SYSTEMS
INTERNATIONAL GMBH
Siemensstrasse 8

85716 Unterschleissheim, Germany
Phone  +49-89-30 90 50-100

Fax +49-89-30 90 50-120

E-mail:  dsihv@dywidag-systems.com
www.dywidag-systems.com

Italy

DYWIT S.P.A.

Via Grandi, 68

20017 Mazzo di Rho (Milano), Italy
Phone +39-02-934687 1

Fax +39-02-93 46 87 301
E-mail: info@dywit.it

Netherlands
DYWIDAG-SYSTEMS
INTERNATIONAL B.V

Veilingweg 2

5301 KM Zaltbommel, Netherlands
Phone +31-418-57 8922

Fax +31-418-513012

E-mail: email@dsi-nl.nl
www.dsi-nl.nl

Norway

DYWIDAG-SYSTEMS
INTERNATIONAL A/S
Industrieveien 7A

1483 Skytta, Norway

Phone +47-67-06 1560

Fax +47-67-06 1559

E-mail: manager@dsi-dywidag.no

Portugal
DYWIDAG-SYSTEMS
INTERNATIONAL LDA

Rua do Polo Sul

Lote 1.01.1.1-2B

1990-273 Lisbon, Portugal
Phone +351-21-8922 890
Fax +351-21-89 22 899
E-mail: dsi.lisboa@dywidag.pt

Spain

DYWIDAG SISTEMAS

CONSTRUCTIVOS, S.A.

Avenida de la Industria, 4

Pol. Ind. La Cantuena

28947 Fuenlabrada (MADRID), Spain

Phone +34-91-6422072

Fax +34-91-64227 10

E-mail: dywidag
@dywidag-sistemas.com

www.dywidag-sistemas.com

United Kingdom
DYWIDAG-SYSTEMS
INTERNATIONAL LTD.
Northfield Road

Southam, Warwickshire

CV47 OFG, Great Britain

Phone +44-1926-813980

Fax +44-1926-813817
E-mail: sales@dywidag.co.uk
www.dywidag-systems.com/uk






